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DOCUMENTATION 
Upon sale, each OEM non-deployed airbag must be ac-
companied by a supplier issued document including the 
following information: 

• Identifi cation of the supplier of the unit.
• Identifi cation of the recipient vehicle, including VIN, 

year, make and model.
• Identifi cation of the airbag module cover color (and 

color code if available).  
• Identifi cation of the donor vehicle, including VIN,   

year, make and model.  
• Suppliers internal stock number or locator number.  
• Indication of source of interchange information (i.e. 

Interchange manual/part number, OEM info, etc.).   
• A supplier certifi cate indicating all the requirements of 

the inspection protocol have been successfully achieved 
and the identifi cation of the person who completed the 
inspection.

• A document containing the vehicle description   
including the year, make and model for which the airbag 
system component is required when being sold to the 
end-user. 

RECALLS 
Prior to sale, the NHTSA complaint, defect, and recall 
database shall be searched to confi rm that the OEM non-
deployed airbag(s) are not the subject of investigation.  If 
there is evidence of complaints, defects, and/or recalls, the 
airbag system shall be destroyed. 

STORAGE 
Once removed from the donor vehicle, airbag modules 
should be stored in a cool dry location with appropriate 
fi re protection, stored cover side up and not stacked.  OEM 
non-deployed airbags shall be protected from the ele-
ments both in the salvage vehicle and in storage facilities 
to avoid exposure to water or other contaminants. Storage 
of air bags shall be on a secure fl at surface away from 
high heat source and free of oil, grease, detergent or 
water.  Suppliers of OEM Non Deployed airbags shall 
comply with all relevant 
procedures. 



INTRODUCTION 
The purpose of this 
document is to provide 
guidelines for the practice 
of removing an Original 
Equipment Non-Deployed 
Airbag from a salvaged 
vehicle for installation in 
another vehicle. 

The guidelines are 
provided in a number of 
sections, and the rationale, 
additional explanation 
and examples are noted in 
italics. 

DEFINITION 
These guidelines cover the use of original equipment 
non-deployed airbags.  OEM non-deployed airbags must 
be original equipment that have been removed from a 
donor vehicle and installed in another vehicle for which 
they are correct replacement parts. 

These guidelines do not include rebuilt, re-manufac-
tured, or non-original equipment airbag or airbag system 
components.  They do not include any airbag or airbag 
system component that has been disassembled, altered, 
repaired, or had any parts removed or replaced. 

OWNER NOTIFICATION 
If an OEM Non-Deployed airbag is to be installed by a 
third party, the vehicle owner must be made aware of the 
intended use of such air bag(s) prior to its installation. 

In repairing a vehicle, the use of OEM non-deployed air-
bags may save the consumer several hundred dollars and 
in some instances be the diff erence between the vehicle 
being declared a total loss rather than being repaired.

AIR BAG SUITABILITY 
There should be no modifi cations to the OEM non-de-
ployed airbag including fi nish and color.  Refi nishing an 
airbag such as painting the exterior cover to match the in-
terior color of the vehicle may degrade the material thereby 
adversely aff ecting deployment or cause paint to fl ake off  
during deployment, which could cause severe injuries to 
the occupants. 

Airbag system components that have suff ered water 
damage must not be re-used. Airbag modules are sealed 
to repel moisture under normal vehicle operating condi-
tions. However, airbag system components that have been 
submerged or suff ered fl ood damage must not be reused.  
Long-term exposure to the elements may also cause water 
contamination. 

APPLICATIONS 
The supplier must ensure that any OEM non-deployed 
airbag supplied is an exact interchange for the recipient 
vehicle.  Interchange must be ensured through confi r-
mation with published, recognized and approved inter-
change data. 

Physical fi t and similarity is not a guarantee of correct 
interchange. 

INSPECTION PROTOCOL 
Suppliers of OEM non-deployed airbags must use an es-
tablished protocol for inspection of an OEM non-deployed 
airbag, and must perform such inspections on all units 
prior to sale/installation. Only units that successfully meet 
all the requirements may be sold or installed. Inspections 
must include at a minimum the following: 

1. The OEM non-deployed airbag supplier must identify, record 
and report the donor vehicle information including vehicle 
year, make, model, VIN and airbag trim color if applicable. 

2. Airbag module cover must be visually inspected and show 
no damage including nicks, scrapes, scratches or outer fl aws 
which might lead to the refi nishing of the module. 
3. Airbag system components must be visually inspected 
and show no signs of water contamination - including mold, 
mildew or water residue.  OEM Non-Deployed airbag use is not 
recommended if the donor vehicle sustained fl ood damage 

and/or any airbag system components exhibit signs of 
water contamination.  
4. The airbag module must be inspected and be free of 
loose parts or foreign objects. 
5. Visual inspection of mechanical fasteners for damage.
6. Attached wiring and electrical connectors must be 
visually inspected and show no corroded, damaged or 
abraded wires, terminals or connectors. 
7. The shorting bar, if included, must be visually in-
spected. 

OEM NON-DEPLOYED AIR BAG TRAINING 
Suppliers of ARA Product Services LLC OEM Non De-
ployed Airbags shall ensure that any staff  member 
who is engaged in dismantling, handling, inspect-
ing, storing or shipping of airbags complete a train-
ing course. Such training course must be approved 
by ARA Product Services LLC.  Persons involved in 
shipping and transporting of airbags (both OEM 
non-deployed and OEM new) must follow proce-
dures appropriate for the shipping consistent with 
DOT Regulations.

AUDITS/COMPLIANCE 
Jurisdictions (e.g., ARA Product Services, LLC) will 
develop and implement an audit and compli-
ance system to ensure suppliers are following the 
required standards. 

• All Program participants must be members in good  
standing of the Automotive Recyclers Association,                   
provide proof of compliance and sign a performance 
agreement.

• All Program participants must have authority to   
conduct business and/or be licensed by the    
governmental authority having jurisdiction, as   
applicable. 

• Each Program Participant must carry product   
liability insurance coverage of no less than    
1,000,000 (US$).  A current certifi cate of liability   
insurance must be on fi le with ARA Product    
Services LLC.


